
GRUNDFOS CR

Performance  CR 8/10 - 60Hz
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Pump Type (Motor HP / Total Height in.)
(dimensions based on pump with ANSI
flanged base and 3-phase ODP motor)

-140 (15 HP / 46 3/4")

-120 (10 HP / 43 3/4")

-100 (7.5 HP / 39 5/8")

-80 (7.5 HP / 37 1/4")

-60 (5.0 HP / 35 1/4")

-50 (5.0 HP / 34 1/8")

-40 (3.0 HP / 30 1/8")

-30 (3.0 HP / 29 1/8")

-20 (1.5 HP / 25 3/4")

-20/1 (0.75 HP / 24 1/2")

-160 (15 HP / 48 7/8")

-18  (15 HP / 53 1/2")

-16 (15 HP / 51 1/8")

-14 (10 HP / 44 7/8")

-12 (10 HP / 42 1/2")

-10 (7.5 HP/40 1/4")

-9 (7.5 HP / 39")

-8 (7.5 HP / 37 7/8")

-7 (5.0 HP / 37")

-6 (5.0 HP / 35 3/4")

-5 (5.0 HP / 34 5/8")

-4 (3.0 HP / 29 7/8")

-3 (3.0 HP / 28 3/4")

-2 (1.5 HP / 25 1/8")

-1 (1.0 HP / 23 3/4")
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