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7 | U Channel (94118R1A) 6063-T52 1
6 | Brace (94118CB) 6063-T52 4 NOTE: _
5 |U Channel (94118A) | 6063-152 1 } Giates ate shipped asserbled
- . ail to post joints welde
4 Flat Cap (50522) | Die Cast Al A360 2 3. All pickets welded in position
3 | 3" Picket (94025) 6063-T6 11 4. All joints welded
2 | 11%"x1)%x.125Sq 6063-T6 2 5. Powder Coat: AAMA 2603 Polyester TGIC
1 |U Channel (94118R1)[  6063-T52 1 6. Color: DSI120 Matte Black Gate Part No. H B
No. [tem Material Quantity 7. Specifications shown can be changed by Master Halco only. 723882 52" (1321MM) | 43 A\N_. (1105MM)
DESCRIPTION: BY: i DWG:
COLONIAL PLUS - SINGLE SWING ARCH GATE | ™" _ N250PG-60A
| MASTERZ 3 s UNIVERSAL 3 RAIL FB " 07-30-2009 T 201604126
REV: ! LOC:
Phone No. 800-229-5615 . 3/n Changed temper of pickets Z/ALUM/MHCC/DD/GATES
=>—Ino www.masterhalco.com 5 O_UmZHZQ Rﬁ _UHO_Am._- REV DATE: 04-12-2016




